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Mixers Mixers, Digital

Behringer
WING RACK

Rackmount 48 Channel, 28 Bus Full Stereo Digital Mixing Engine with
24-Midas PRO Preamps, 8 Midas PRO Outputs and 10" Touch Screen

@ 24 Midas PRO mic preamps and NeW PrOdUCt LaU nCh

8 outputs provide industry-

Master Carton Units

1

Master Carton (L x W x H)

643 x 499 x 402 mm
(25.3x19.6 x 15.8")

Master Carton Weight

14.84 kg (32.65 Ibs)

622 x 477 x 367 mm

reference sound quality
Product WING RACK

@ Continuously adjustable front )

panel for comfortable mixing Brand Behringer

experience when mounted

inarack EAN 4033653232029
@ 3 AES50 ports for a total of 144 UPC 644216654307

input and output signals on Country of Oriai hi

SuperMac CAT5 connections ountry ot Origin ina

with ultra-low jitter and
6-sample latency

@ 10.1 inch main display with
multi-touch screen and
adjustable swivel

@ 8 buttons and 4 encoders for
standard mixing or transport
functions, or with Custom
Controls to make WING RACK
your personal console.

@ Integrated USB Audio/MIDI
Interface for 48 audio channels
in and out
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Gift Box (L x WxH) (24.5x18.8x 14.4")
Gift Box Weight 12.87 kg (28.31 Ibs)
Product URL https://www.behringer.com/p/

0604-AAE

Hi-Res Images URL

https://www.behringer.com/p/
0604-AAE/downloads
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Behringer
WING RACK

Rackmount 48 Channel, 28 Bus Full Stereo Digital Mixing Engine with
24-Midas PRO Preamps, 8 Midas PRO Outputs and 10" Touch Screen

@ Dual-SD card live recorder/
player with up to 64 tracks
and markers for identifying
song positions

@ Internal AolP-module can upgrade
the Ethernet ports with optional g

64 channel audio in and out [ | KICK IN 808 8 @0 B e Bizis2e
to Audinate Dante and Waves ——— e
SoundGrid networks | = e o - e
INPUT FILTER LEVEL \
@ 16 True-stereo effects == — 0N OD, | e = :
processing engines, with 80+ - = e L G e T E
world-class algorithms 1 e — o PHEEM 0 - ;
. ) = BB e | -
® 3plug-in slots for Gate, Dynamics — S L ) :
and EQ included in every channel. ] L Y an i
All without reducing any additional » . ) :
effect processing headroom C 1 A & e IR == :
@ 4 main, 8 matrix and 16 aux

stereo buses, featuring dual
inserts, 8-band parametric EQ's,
stereo imager and full dynamics
processing, all in a single

effect chain

@ 40 Stereo Input Channels with
5 variable plug-in processing
slots each
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Mixers, Digital

@ 8 Stereo Aux Input Channels with
single FX insert slot, expander/
limiter and 4-band parametric EQ

@ 8 Mute Groups and 8 DCA's for track
grouping and consolidation

@ 2 Ethernet ports with integrated
switch for networked remote
control and optional AolP through
Waves SoundGrid and Dante

@ Rear panel expansion slot can host
optional 64-channel audio interface
and networking expansion cards,
e.g. Dante, WSG, MADI

@ StageConnect Host interface

for sharing of up to 32 channels in
either direction via single
XLR connection

@ 4 additional phones outputs
with hi-performance headphone
amplifiers for [EM applications

@ 4 channel GPIO for controlling
almost anything with WING
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Behringer
WING RACK

Rackmount 48 Channel, 28 Bus Full Stereo Digital Mixing Engine with
24-Midas PRO Preamps, 8 Midas PRO Outputs and 10" Touch Screen

@ 5-Pin MIDI in and out for control
and synchronization with
external devices

@ DAW Remote —
Control compatible with = % -
Mackie Control Universal (MCU) = T e L7 o
and presets for Cubase, Ableton = = S 8 e
Live, Logic X, Nuendo, ProTools, — & — D = o e
Reaper, Studio One = ey Y /> a:-” iy Moo =
ol I = el
® Offline editing and remote control = o & ey ==
via WING-CoPilot, WING-Q and e ==
WING-Edit Softwares for Desktop =
and Mobile s
@ 19" rack-mountable with
4HU form-factor
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Behringer
WING RACK

Rackmount 48 Channel, 28 Bus Full Stereo Digital Mixing Engine with
24-Midas PRO Preamps, 8 Midas PRO Outputs and 10" Touch Screen
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